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Produkteigenschaften

Durchmesser 82 mm

Nutzlänge 70 mm

Aufnahme M 16

Einsatzbereiche

Beton, hochverdichteter Kalk-
sandstein sowie harte Werk-

stoffe mit einer  
Rohrdichte >2,0

Serie -

Artikelnummer P851

Kategorie Werkzeuge

Montageart -

Einsatz -

EAN 4260182064948

Diamantbohrkrone Softschlag 82 mm - 

» Optimiertes Trockenbohren in Beton
» Für Bohrmaschinen mit Softschlagwerk
» Sehr hohe Standzeit
» Verstärkter Spezial Trägerkörper
» Optimierte Staubabsaugung
» Optimierte Anordnung der Segmente zur besseren

Staubabsaugung

DIAMANTBOHRKRONE  SOFTSCHLAG 82 MM
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Series -

Article No. P851

Category Tools

Type of installation -

Use -

EAN 4260182064948

Diamond core bit soft strike 82 mm - 

» Optimized dry drilling in concrete
» For drilling machines with soft impact mechanism
» Very long service life
» Reinforced special carrier body
» Optimized dust extraction
» Optimized arrangement of the segments for better

dust extraction

DIAMOND CORE BIT SOFT STRIKE 82 MM

Product features

Diameter 82 mm

Usable length 70 mm

Admission M 16

Application areas

Concrete, highly compacted 
sand-lime brick and hard ma-

terials with a 
tube density >2.0


