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XL150 FRONTTEIL - 90 MM

Frontteil fir XL 150 Einbaugehause mit 90 mm

Einbaudurchmesser e
4°)
e Frontteile in div. GréBen 5
»  Einbaudurchmesser von 68 mm - 100 mm C
»  Luftschlitze: keine Lufteinschliisse im Sichtbeton _|C|_,J
»  Passend fur XL 150 Einbaugehduse: P871 ©
» ldeal geeignet fur Sichtbeton ()
Serie XL-Serie
Artikelnummer P881
Kategorie Betoninstallation
Montageart fur XL 150 Einbaugehduse
@ Einsatz Ortbeton
Halogenirei [l 650°C EAN 4260182065389
Produkteigenschaften Materialeigenschaften
Form Deckel rund Material Deckel PP
Form Offnung rund
Durchmesser Deckel 161 mm
Einbaudurchmesser 90 mm
Leuchte/Lautsprecher
Farbe Anthrazit
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XL150 FRONT PART - 90 MM

Front part for XL 150 Installation housing with

90 mm installation diameter E
e  Front parts of varying sizes b}
» Installation diameter of 68 mm - 100 mm %
»  Air slots: no air pockets in fair-faced
concrete S
»  Fits XL 150 Installation housing: P871 40)
» Ideally suited for exposed concrete )
Series XL-series
Article No. P881
Category Concrete installation
Type of installation Fits XL150 Installation housing
@ Use cast-in-place concrete
Hatogentrei [l 650°C EAN 4260182065389
Product features Material properties
Shape of front part Round Material PP
Shape of opening Round
Diameter front part 161 mm
Installation diameter
lamp/speaker 90 mm
Colour Anthracite
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